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Enroll/Delete a Z-Wave device from a SEM-

DSC PowerSeries 

While setting up a Z-Wave network, keep in mind:  

• Before adding devices to the network, make sure to put the devices in their final locations if 
possible. This way, the network can correctly identify the strongest communication pathway for 
each device. 

• Always add devices closest to the panel first, and work outwards from there. Devices that have 
already been added can relay the panel’s Add Mode signal to add farther devices to the 
network 

• Make sure each device adds successfully before moving on to the next device. The panel, 
Partner Portal, or MobileTech app will indicate that a device has been added to the network. 

Alarm.com has equipped its dealers with a variety of tools to install and manage Z-Wave networks. 
To create a Z-Wave network, enable any of the Z-Wave emPower services (e.g. locks. thermostats, 
lights) on the customer’s service package, put the panel into Add Mode, and begin adding devices. 
Put the panel into Add Mode using any of the following methods. 

Note: If the following options do not appear in the MobileTech app or Partner Portal, make sure your 
firmware version supports Remote Add/Delete. 

To delete Z-Wave devices using the SEM-DSC PowerSeries 

panel:  
1. Locate the Alarm.com module. 

2. Press and hold the button on the module, and watch the L5 LED (or L2 LED on firmware lower than 
187a). 

3. Release the button once the L5 LED (or L2 LED on firmware lower than 187a) or flashes in a 4-flash 
pattern. 

4. Press and hold the button on the module a second time. 

5. Release the button once the L5 LED (or L2 LED on firmware lower than 187a) flashes in groups of two. 

6. Trigger a device to erase its network data and delete it from the network. 

7. When a device is deleted successfully, the panel will beep. 

8. It is required to re-enter Delete Mode before triggering the next device. 

Note: In most cases, the same trigger used to add a device is used to delete the device from the 
network. Devices should be removed from Alarm.com within twenty seconds after being triggered. If 
the device is not deleting, you may need to move the device closer to the panel and try again. 
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To enroll Z-Wave devices using the SEM-DSC PowerSeries panel: 
1. Locate the Alarm.com module. 

2. Press and hold the button on the module, and watch the L5 LED (or L2 LED on firmware lower than 
187a). 

3. Release the button once the L5 LED (or L2 LED on firmware lower than 187a) or flashes in a 4-flash 
pattern. 

4. Trigger a device to add it to the network. 

5. When a device is added successfully, the L5 LED (or L2 LED on firmware lower than 187a) will remain 
solid for 60 seconds and the panel will beep. 

6. It is required to re-enter Add Mode before triggering the next device, which cannot be done until the L5 
LED (or L2 LED on firmware lower than 187a) turns off. 

Devices should show up on the Alarm.com Customer Website, Partner Portal, and MobileTech Apps 
within five minutes of adding the devices.  

Troubleshooting: 

If a device is not adding to the network, it may be required to delete the device’s network data using 
the device deletion process before you can add it to the new network (some devices come from the 
factory with network data). 

 

  
 

 


